
SMART XL
NORMSTAHL

WANT TO 
KNOW MORE?

Write to us: Simply 
scan the QR code and 
submit your request.

HighlightsHighlights

Smart XL | Ochre brown | Smooth | Style | Window strip

BIGGEST 
OVERHEAD SECTIONAL 

GARAGE DOOR

DOOR OPERATOR IDO7 + 
C700 DOOR CONTROL

NORMSTAHL ID07
The Normstahl ID07 operator is a 
combination of the Normstahl IDO7 
mechanical unit and a Normstahl 
C700 series door control unit.  
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SECTIONS WITH FINGER PROTECTION

Special panel transitions protect 
your fingers against accidental reach-in.

 QUIET & SMOOTH DOOR OPERATION

The ball bearing mounted rollers ensure 
a quiet and smooth door operation.

DIMENSIONS

With a width of up to 6 meters and  
5 meters high, the Smart XL is our 
largest overhead sectional garage door.

OPTIMUM THERMAL INSULATION

The 42 mm thermally separated
and thickly insulated panels
ensure a high degree of stability
and optimum thermal insulation.
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Mein Tor.My Door.
Installation dimensions
We customise our door solutions to suit every situation. 
The following garage dimensions help our specialist dealers 
to produce the perfect door for your garage.
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Dimensions for Smart XL doors
Please note that - depending on the size of your door - the following dimensions must be observed: 

INSTALLATION DIMENSIONS TENSION SPRING
Normal lintel

TORSION SPRING
Low lintel

For detailed 
requirements for 

your door, ask your 
specialist dealer 

Lintel requirement: 450 225

Lateral space requirement without operator: min. 125 min. 125

Lateral space requirement with operator: min. 300 min. 300

www.normstahl.com
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MODELS

Beading has a fundamental influence on the design of your new 
garage door. Whether modern or traditional - the choice is yours.

SURFACES

A hard-wearing sheet steel, available in smooth 
or with a textured embossing. 
Coated with the appropriate colour, the result 
is an easy-care, robust door that never needs 
to be painted again.

Smooth Woodgrain Brilliant

COLORS

Standard colors

Preferred colors

Special Colors (N-FM painting)

N-FM-02 N-FM-03 N-FM-04 N-FM-05 N-FM-12 N-FM-13 N-FM-14 N-FM-21 N-FM-22

In addition to standard, preferred and special colours, you can choose from all the colours in the RAL palette.

The first impression is crucial. Take the time to find the 
colour for your garage door that best suits your home. 

Anthracite gray 
(sim. to RAL 7016)

Light oak 
finish 060

Dark oak 
finish 070

White aluminum 
(sim. to RAL 9006)

Gray aluminum 
(sim. to RAL 9007)

Gray Metallic
(sim. to DB703)

Umbra gray 
(sim. to RAL 7022)

Basalt gray 
(sim. to RAL 7012)

Signal gray 
(sim. to RAL 7004)

Chocolate brown 
(sim. to RAL 8017)

Sepia brown 
(sim. to RAL 8014)

Ochre brown 
(sim. to RAL 8001)

Window gray 
(sim. to RAL 7040)

Dark red 
(sim. to RAL 3011)

Moss green 
(sim. to RAL 6005)

Ruby red 
(sim. to RAL 3003)

Black gray 
(sim. to RAL 7021)

Jet black 
(sim. to RAL 9005)

Jet black 
(sim. to RAL 9005)

Clay brown 
(sim. to RAL 8003)

Light gray 
(sim. to RAL 7035)

Traffic white 
(sim. to RAL 9016)

CONFIGURATION-OPTIONS

COLOR
Traffic white 

(sim. to RAL 9016)
White aluminum 

(sim. to RAL 9006)

Gray aluminum 
(sim. to RAL 9007)

Anthracite gray 
(sim. to RAL 7016)

Light oak 
finish 060

Dark oak 
finish 070

Jet black 
(sim. to RAL 9005)

SURFACE MODEL POSSIBLE CONFIGURATION

Brilliant

Linea ✔ ✘ ✘ ✘

Trend ✔ ✔ ✔* ✔

Style ✔ ✔ ✔* ✔

Woodgrain
Trend ✔ ✔ ✔* ✔ ✔** ✔**

Style ✔ ✔ ✔* ✔ ✔** ✔**

Smooth

Linea ✔ ✔ ✘ ✔

Trend ✔ ✔ ✔ ✔ ✔** ✔** ✔

Flair ✔ ✔ ✔ ✔ ✔** ✔** ✔

Style ✔ ✔ ✔ ✔ ✔** ✔** ✔

Accessories

Up to 6 meters wide and 5 meters high, the 

Smart XL is our largest Overhead sectional 

garage door. Whether for large families who 

need a lot of space in the garage for cars, 

bicycles and sports equipment, or for production halls 

and warehouses of self-employed and warehouses for 

small and medium-sized businesses such as carpenters 

and farmers, the Smart XL is the first choice.

CAN IT BE A LITTLE HIGHER?

NORMSTAHL

SMART XL

Design

Smart XL | Gray aluminium | Smooth | Style | Window strip | Wicket door

We have the right entrance door for every model. The side entrance 
doors from Normstahl are also optionally available with thermally separated 
aluminium profiles for even better insulation and with triple locking for
greater security.

Style

Trend

Flair

Linea

Do you often go into the garage and don’t want to open 
the whole door every time? In this case, wicket doors 
offer perfect convenience and the low threshold is no 
tripping hazard.  

SIDE ENTRANCE DOORS

WICKET DOORS

x

Left*

x

Right*

a a

Middle

For doors with continuous rooflight 
wicket door position left or right 
of centre

*Possible from a door width of 2,600 mm

WIRELESS CODE SWITCH

The code switch made of plastic in black or 
stainless steel in silver can be operated using a 
9V battery or via direct connection to the 24V 
electronic control unit. Extremely copy-proof 
thanks to AES-128 bits encryption.

KEY SWITCH

The familiar feeling of a bunch of keys is hard to beat. 
Key switches are the solution if you forget your remote 
control. For surface or flush mounting.

LOOK
■ 7 standard colors
■ 14 special colors
■ 9 N-FM colors
■ 4 models
■ 3 surfaces

ACCESSORIES
■ Thermally separated wicket 

doors and side entrance doors
■ Windows, design windows 

and thermally separated 
window strips

■ Max. door width 6,000 mm
■ Max. door height 5,000 mm
■ Thermal insulation (e.g., 5,000 x 2,250 mm): U=1.124 W/(m2K)
■ Torsion springs and tested spring fracture safety device

■ The biggest Overhead sectional garage door of Normstahl
■ 42 mm thick insulated and thermally separated panels
■ Section with finger protection
■ Floor seal with integrated flex zone for leveling out floor 

unevenness and ruts up to 10 mm

Technology

Why Smart XL Motif 1

Ventilation grille Motif 2 Window Strip

MOTIV WINDOW WINDOW STRIPSDESIGN WINDOW

RoundSquare

Rectangular

With design windows in a stainless 
steel look and satinised panes, your 
door will look particularly elegant.

With clear or textured acrylic 
glass panes. The frame is painted 
to match the colour of the door.

These acrylic glass door sections 
run as a narrow strip across the entire 
width of the door. 

NEW Thermal
insulation

NEW Thermal
insulation

✔ Standard color ✘ Preferred color * Painted ** PVC foiled

Style Trend Flair Linea

HAND-HELD TRANSMITTER

Hand-held transmitter in 2 or 4 
command version, extremely copy-
proof with 128-bit AES encryption 
and 433 or 868 MHz radio frequency.
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