
HighlightsHighlights
BALL BEARING MOUNTED TANDEM DRIVES

Ball bearing mounted tandem drives 
ensure optimal door operation without 
squeaks.

DOOR SEALS

Flexible rubber seals on the side door 
frames and brush seals ensure the 
best possible sealing of the door.

INTEGRATED WICKET DOOR FUNCTION

The door is only partially opened by 
a function that can be individually 
programmed in the operator if you, 
for example, want to enter the garage
with your bike.

IDEAL FOR NEW BUILDINGS & RENOVATIONS

We enable easy, reliable door operation for new 
buildings and renovations! In new buildings, the 
stainless steel floor rail is installed flush with the 
screed, making it hardly visible. For renovations, 
we offer a flat guide rail that is mounted on the 
finished floor. This eliminates the need for time-
consuming cutting work.

THE SOLUTION
FOR WIDE GARAGES

consuming cutting work.

Normstahl ConnectTECHNIK

NORMSTAHL SPARK WITH SMART-HOME TECHNOLOGIE

Control and monitor your garage via your smartphone 
with Normstahl Connect or the Yale Home app.

  600 N and 1,000 N pulling force
  Opening speed up to 22 cm/sec
  Variable speed setting
  Stand-by max. 0.6 W (600 N) / 0.8 W (1,000 N)
  Dual-frequency receiver (433,92 and 868,35 MHz)
  Powerful LED light: 1,750 lms for 600 N motor and 
  3,500 lms for 1,000 N motor  

NORMSTAHL SPARK

Operator
No more worries when you’re 
not at home. With the SPARK, 
you have full control over 
the security of your garage 
anytime, anywhere. 

not at home. With the SPARK, 

WOULD YOU LIKE 
TO KNOW MORE?

Write to us:
Simply scan the 
QR code and send 
us your enquiry.
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Mein Tor.My Door.

SIDE SECTIONAL 
DOORS

NORMSTAHL

Dimensions for side sectional doors
Please note that - depending on the size of your door - the following dimensions must be observed: 

Top edge of finished floor 
(OKFF) (incl. tile construction)

Unfinished floor

S

A

W

D

POSSIBLE SIDE ENTRIES
Entering left and right

W ≤ 12M

Entry angle Degrees

Left entry Right entry

W ≤ 6M

FOR NEW BUILDINGS & RENOVATIONS

IMPORTANT DIMENSIONS
FOR SIDE SECTIONAL DOOR

Screed 
floor rail

OKFF
15 mm

45 mm

Renovation floor 
rail

OKFF

Installation dimensions
We customise our door solutions to suit every situation. 
The following garage dimensions help our specialist dealers 
to produce the perfect door for your garage.

MAXIMUM 
DOOR WIDTH (W)

FOR SIDE WALL MOUNTING: REQUIRED GARAGE DEPTH (D) (MM INTERIOR)
FOR LINTEL MOUNTING: REQUIRED GARAGE WIDTH (A) (MM INTERIOR)

SIDE WALL MOUNTING LINTEL MOUNTING

Lintel height (S) 100-150 Lintel height  (S) >=150 Lintel height  (S) 100-150 Lintel height  (S) >=150

2,800 3,840 3,580 3,840 3,580

3,900 4,940 4,680 4,940 4,680

5,500 6,540 6,280 6,540 6,280

7,000 8,040 7,780 8,040 7,780

DOOR OPERATOR 
SHORTENED ON-SITE

A + 1.000 A + 800 A + 1,000 A + 800

Part of ASSA ABLOY
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Style

Trend

Linea Flair

SURFACE

A hard-wearing sheet steel, available in smooth 
or with a textured embossing. Coated with the 
appropriate colour, the result is an easy-care, 
robust door that never needs to be painted again.

Smooth

NORMSTAHL

SIDE SECTIONAL 
DOORS

Side sectional door  | Anthracite gray | Smooth  | Style

*You can find our detailed written warranty at www.normstahl.com

CONFIGURATION OPTIONS

STYLE
Its simple, modern design 
makes the Style model our 
customers‘ preferred choice. 

LINEA
The parallelism of the horizontal 
lines visually creates a highly 
attractive dynamic and rhythm.

TREND
With the central panel groove, 
Trend can be easily integrated 
into the existing look.

FLAIR
Familiar yet in demand, the 
double groove provides a 
small surprise.

Round 
(Ø 376mm)

Square 
(286 x 286 mm)

Motif 1 
(263 x 450 mm)

Rechtangle 
(310 x 1,060 mm)

Ventilation grille 
Motif 1

Motif 2 
(263 x 450 mm)

MOTIF WINDOWA

Our motif windows are available with clear or textured acrylic glass panes. 
Double-glazed and triple-sealed as standard, our windows offer the best 
insulation. The frame is painted to match the colour of the door.

DESIGN WINDOWS
With design windows in a stainless 
steel look and satinised panes, your 
door will look particularly elegant.

✔ Standard color ✘ Preferred color *Painted ** PVC foiled

FARBE
Traffic white 

(sim. to RAL 9016)
White aluminum 

(sim. to RAL 9006)

Gray aluminum 
(sim. to RAL 9007)

Anthracite gray 
(sim. to RAL 7016)

Light oak 
finish 060

Dark oak 
finish 070

Jet black 
(sim. to RAL 9005)

SURFACE MODEL POSSIBLE CONFIGURATION

Smooth

Linea ✔ ✔ ✘ ✔

Trend ✔ ✔ ✔ ✔ ✔** ✔** ✔

Flair ✔ ✔ ✔ ✔ ✔** ✔** ✔

Style ✔ ✔ ✔ ✔ ✔** ✔**  ✔

Do you have a big car or hang your skis on 

the garage ceiling? Then the side sectional 

door is the right solution for you. Here the 

panels go into the garage along the wall. The 

door also features an integrated wicket door 

function in combination with the SPARK, which 

can easily be programmed in the operator. This 

means that it is not necessary to open the door 

completely if, for example, you only want to 

go to the garage on a bicycle.

MORE OVERHEAD SPACE

■ Maximum height: 3,500 mm
■ Max. door width 6,000 mm (1-leaf)
■ Max. door width 12,000 mm (two-leaf)
■ Wicket door function with Normstahl SPARK operator

Technology

LOOK
■ 7 standard colors
■ 14 special colors
■ 9 N-FM colors
■ 4 models
■ 1 surface

Design
ACCESSORIES
■ Thermally separated 

side entrance doors
■ Windows and design windows
■ Door and garage door handles

■ Ball bearing mounted tandem drives for smooth door movement
■ Door sealing for optimum sealing
■ Stainless steel floor rail for safe positioning of the door
■ Door widths up to 12 meters possible
■ 42 mm thick insulated and thermally separated panels
■ Sections with finger protection
■ 10-year warranty on door parts, surfaces and wear parts*

Why a side 
sectional door?

MODELS

Beading has a fundamental influence on the design of your new 
garage door. Whether modern or traditional - the choice is yours.

Special Colors (N-FM painting)

N-FM-02 N-FM-03 N-FM-04 N-FM-05 N-FM-12 N-FM-13 N-FM-14 N-FM-21 N-FM-22

Preferred colors

Gray Metallic
(sim. to DB703)

Umbra gray 
(sim. to RAL 7022)

Basalt gray 
(sim. to RAL 7012)

Signal gray 
(sim. to RAL 7004)

Chocolate brown 
(sim. to RAL 8017)

Sepia brown 
(sim. to RAL 8014)

Ocher brown 
(sim. to RAL 8001)

Window gray 
(sim. to RAL 7040)

Dark red 
(sim. to RAL 3011)

Moss green 
(sim. to RAL 6005)

Ruby red 
(sim. to RAL 3003)

Black gray 
(sim. to RAL 7021)

Jet black 
(sim. to RAL 9005)

Clay brown 
(sim. to RAL 8003)

Light gray 
(sim. to RAL 7035)

COLORS

Standard colors

The first impression is crucial. Take the time to find the 
colour for your garage door that best suits your home. 

*Standardcolor for Style

Anthracite gray 
(sim. to RAL 7016)

Light oak 
finish 060

Dark oak 
finish 070

White aluminum 
(sim. to RAL 9006)

Gray aluminum 
(sim. to RAL 9007)

Jet black 
(sim. to RAL 9005)

Traffic white 
(sim. to RAL 9016)

Accessories
SIDE ENTRANCE DOORS

There is a suitable side entrance door for every door.
With thermally broken aluminium profiles and 3-point 
locking as standard, you are always on the safe side.

NEW Thermal
insulation

ALUMINIUM PROFILE 
WITH THERMAL BREAK

With our thermally separated 42 mm 
thick door panel, we achieve a U-value 
that is up to 15% better than that of 
conventional door panels (based on a 
door size of 5,000 x 2,250 mm). 
This means a significant reduction in 
heat loss and therefore a reduction in 
energy costs.

In addition, our door panels score 
points with improved fire protection 
and thermal insulation properties 
thanks to the use of PIR foam instead 
of conventional PU foam.

Door Handle ACCESSORIES 
DOOR AND GATE

ACCESSORIES 
NORMSTAHL SPARK

Gate Handle

Give your side en-
trance door and 
your garage door 
the finishing touch.

With our sophisticated and modern accessories for 
the SPARK garage door opener the handling with your 
Normstahl Smart is now even more convenient.

Stainless
steel

SilverBlack
plastic

Black
metall

Black
standard

Wallstation Transmitter PhotocellKeypad

In addition to standard, preferred and special colours, you can choose from all the colours in the RAL palette.
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NORMSTAHL SPARK

Operator
No more worries when you’re 
not at home. With the SPARK, 
you have full control over 
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not at home. With the SPARK, 

WOULD YOU LIKE 
TO KNOW MORE?

Write to us:
Simply scan the 
QR code and send 
us your enquiry.
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DOORS
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