
	■ For internal openings up to 4,500 x 4,600 mm
	■ Intelligent pressure recognition system
	■ Opening speed up to 2,3 m/s
	■ Frequency converter control for smooth door movement
	■ Sustainability Plus1): Additional insulated curtainand  
column seals available on request

	■ Opening speed up to 2,3m/s, closing 0,8 m/s

MAIN FEATURES

TECHNICAL DATA

SPEED, SAFETY AND DESIGN COMBINED IN ONE OF  
THE MOST VERSATILE HIGH SPEED DOOR DESIGNS

To increase productivity in the Manufacturing, Logistics and  
Retail Industry, the frequency converter control system of  
the HSC704A provides one of the fastest and smoothest door  
speeds which helps to regulate the flow of traffic and goods.

The door design can fit extra large openings throughout the  
building and is upgradable to meet each of the different  
opening requirements. An insulated curtain can be  chosen  
help to regulate the temperature of a specific area and extra  
side seals can further limit air exchange between areas.

A digital print on the curtain can be applied for aesthetics,  
corporate identity or traffic regulation.

A variety of window arrangements are available to increase visibility,  
allow light to pass through the door, or monitor a process.

Normstahl high-speed door HSC704A

Min size (W x H) 900 x 1,000 mm

Max size (W x H) 4,500 x 4,600 mm

Operating speed Opening: up to 2,3 m/s 
Closing: up to 0,8 m/s

Wind load resistance,  
EN 12424

Class 2: W ≤ 3,000 mm
Class 1: W > 3,000 mm

Curtain material

Thermal resistance coefficient
Noise reduction

PVC coated polyester
fabric 0,7 mm - 900 g/m2

5,8 W/(m2K)
900 g/m2: ~12 dB

Insulated curtain(1

Thermal resistance coefficient
Noise reduction

3,5mm - 1,300 g/m2

4,0 W/(m2K)
1,300 g/m2: ~17,5 dB

1) Optional

HIGH-SPEED DOOR 

HSC704A

My door.

BREAK-AWAY AND AUTOMATIC RESET SYSTEM
If a door is hit by a vehicle during operation, the resistant 
door curtain absorbs the impact and releases itself from its 
side guides, minimizing damage. The door reinserts itself
automatically within the next open and close cycle.
This unique feature makes the door crash-resistant, redu-
cing damage, production downtime and repair costs. 

WINDOWS
To increase the admission of daylight or to improve the 
visibility, the door curtain can be equipped with windows. 
Windows have fixed sizes and are located on a pre-defined grid. 

SOFT BOTTOM BEAM
The soft bottom beam is a flexible floor sealing that con-
tains a wireless detection device. When the door is hit by 
a vehicle, the curtain dislocates from the side column and 
automatically resets itself immediately during movement or 
during the next opening cycle.

DOOR CURTAIN
The door curtain is constructed from one single piece of 
PVC fabric. The door curtain rolls up above the door ope-
ning and requires little space.



Part of ASSA ABLOY
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Tillval 
åtkomst och 
automatik

Tillgängliga 
standardfärger

Dimensionella
specifikationer

Fönster

Fotoceller

Automatisk stängning

Magnetslingor

Luftsluss

Fjärrkontroll

Förregling

Dragrep

Trafikljus

Tryckknapp

Reducerad öppning

Radar

Akustisk

Röd
RAL 3000

Orange
RAL 2004

Cream
RAL 1014

Grå
RAL 7038

Grön
RAL 6026

Svart 
RAL 9005

Blå
RAL 5010

Gul
RAL 1021

Vit
RAL 9010

Ljusblå
RAL 5012
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assaabloyentrance.com ASSA ABLOY som ord och logotyp är varumärken som ägs av ASSA ABLOY Group.

DIMENSIONAL SPECIFICATIONS WINDOWS

OPTIONS ACCESS AND AUTOMATION
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Tillval 
åtkomst och 
automatik

Tillgängliga 
standardfärger

Dimensionella
specifikationer

Fönster

Fotoceller

Automatisk stängning

Magnetslingor

Luftsluss

Fjärrkontroll

Förregling

Dragrep

Trafikljus

Tryckknapp

Reducerad öppning

Radar

Akustisk

Röd
RAL 3000

Orange
RAL 2004

Cream
RAL 1014

Grå
RAL 7038

Grön
RAL 6026

Svart 
RAL 9005

Blå
RAL 5010

Gul
RAL 1021

Vit
RAL 9010

Ljusblå
RAL 5012
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STANDARD AVAILABLE COLOURS

Yellow
RAL 1021

Red
RAL 3000

Green
RAL 6026

Black
RAL 9005

White
RAL 9010

Orange
RAL 2004

Blue
RAL 5010

Grey
RAL 7038

Cream
RAL 1014

Light blue
RAL 5012

www.normstahl.com
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