
	■ Small-sized, max. 4,000 x 4,000 mm
	■ For indoor use
	■ For environment with large and constant pressure differences
	■ Light courtain in side columns
	■ Stainless steel construction
	■ Opening up to 1,2 m/s (optional 2,3 m/s), closing speed 0,5 m/s

MAIN FEATURES

TECHNICAL DATA

Normstahl high-speed door HSC912AGAT

My door.

HIGH-SPEED DOOR 

HSC912AGAT

SMALL-SIZED INTERIOR DOOR
WITH HIGH PARTICLE PROTECTION

The Normstahl HSC912AGAT high speed door offers an excel-
lent sealing thanks to its unique construction. This protects 
the environment from drafts and contamination from unwan-
ted particles. With it air permeability class 3 it can withstand 
large and constant pressure differences.

The operating speed combined with its sealing properties im-
proves your traffic flow, provides employee comfort, and saves
energy.

BREAK-AWAY AND AUTOMATIC RESET SYSTEM
If a door is hit by a vehicle during operation, the resistant door 
curtain absorbs the impact and releases itself from its side guides, 
minimizing damage. The door reinserts itself automatically within 
the next open and close cycle. This unique feature makes the door 
crash-resistant, reducing damage, production downtime and repair 
costs.

LIGHT CURTAIN
The light curtain is a safety device which allows you to avoid contact 
with a closing door in the whole width and up to 1.6 m in height.

WINDOWS AND VISION PANELS
To increase the admission of daylight or to improve the visibility, 
the door curtain can be equipped with windows or vision panels. 
Windows have fixed sizes and are located on a pre-defined grid.  
A vision panel is always located on the full width of the door curtain.

SOFT BOTTOM BEAM
The soft bottom beam is a flexible floor sealing that contains a 
wireless detection device. When the door is hit by a vehicle, the 
curtain dislocates from the side column and automatically resets 
itself immediately during movement or during the next opening 
cycle.

DOOR CURTAIN
The door curtain is constructed from one single piece of PVC fabric. 
The door curtain rolls up above the door opening and requires little space.

Min size (W x H) 1,000 x 2,000 mm

Max size (W x H)(1 4,000 x 4,000 mm(2

Operating speed(3 Opening: up to 1,2 m/s(4  
Closing: 0,5 m/s

Wind load resistance,  
EN 12424

Class 1 (300 Pa (N/m2)  
Maximum wind load  

while closing 50 N/m2 

Water penetration,  
EN 12425 Class 2 (50 N/m2)

Air permeability,  
EN 12426

Class 1 (24m3/(m2∙h) at 50 Pa) underpressure 
Class 3 (6m3/(m2∙h)) overpressure

Thermal transmittance 6,02 W/(m2K)

Performance Test 1,000,000 Cycles

1) Other sizes available on request  2) Depending on door width  
3) Depending on door size  4) Optional 2,3 m/s  
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Building and space
requirements
Building preparations

The door is pre-assembled in the factory as much as possible to ensure that installation can be carried out
easily and quickly. The door is installed directly on the wall. A forklift truck is needed to raise the frame to
the wall.

The fixation of the wall must be of an adequate strength to sustain the wind load as well as the blow of a
collision.

The following environment criteria and electrical supplies are required for the operator to function properly:

Voltage supply: 220 V - 240 V 1-phase

Power: 0.75 kW 16 A

Frequency: 50 Hz - 60 Hz

Degree of protection: Operator: IP56
Control unit: IP65

Temperature working range: 5 °C to +40 °C

Space requirements
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DIMENSIONAL SPECIFICATION

WINDOWS AND VISION PANELS

OPTIONS ACCESS AND AUTOMATION
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AVAILABLE STANDARD COLOURS

Signal 
yellow

RAL 1003

Pure 
Orange

RAL 2004
Flame red
RAL 3000

Ultra- 
marine 

blue
RAL 5002

Gentian 
blue

RAL 5010

Moss 
green

RAL 6005

Anthracite 
grey

RAL 7016
Light grey
RAL 7035

Traffic 
grey B

RAL 7043
White

RAL 9010
Jet black

RAL 9005

Other 
colors on 
request
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www.normstahl.com


